
9" x 15"

R10-3E(L)

9" x 15"

R10-3E(R)

2 - 2" CONDUIT

PER PLANS

INSTALL PULL BOX

2 - 2" CONDUIT

GROUND LEVEL

2�"

13�"

12" MIN. - 14�" MAX.

1�"

2’-0"

24" MIN.

REAR VIEW

SEE FIG. A

STATION

FOR

SIGN

9" X 15"

PEDESTRIAN

ALLOY CAP

FOR

SIGN

9" X 15"

PEDESTRIAN

PLATE

0808

SEE FIG. A

STATION

FOR

SIGN

9" X 15"

PEDESTRIAN

COIL 6" MIN.

(PLAN VIEW)

FOR SIDE OF POLE MOUNTING

PEDESTRIAN SIGNAL HEAD ORIENTATION

PEDESTAL FOUNDATION 

TYPICAL PEDESTRIAN 

SIGN PLATE AND THE PUSHBUTTON

THE PEDESTRIAN INSTRUCTIONAL 

A "PUSHBUTTON STATION" CONTAINS 

FOR 4" DIA. PEDESTRIAN PEDESTAL

DOUBLE PUSHBUTTON STATION ADAPTER

18" MIN.

TO CROSS

PUSH BUTTON

START CROSSING

DON’T START

FINISH CROSSING

IF STARTEDFLASHING

STEADY

DON’T CROSS

TO CROSS

PUSH BUTTON

START CROSSING

STEADY

VEHICLES

WATCH FOR

DON’T CROSS

TIMER

TO FINISH CROSSING

DON’T START

FINISH CROSSING

IF STARTEDFLASHING

TIMER

TO FINISH CROSSING

TIME REMAINING TIME REMAINING

WATCH FOR

VEHICLES

(4 REQ’D)

ANCHOR BOLTS

�" x 18" 

ABOVE GROUND LEVEL

EXTEND CONDUIT 1 " MIN

SQUARE BASE

SPECIFICATIONS

SECTION 500 OF STANDARD

CLASS A CONCRETE PER

ADAPTER

PUSHBUTTON STATION

ARE SUPPLIED WITH PUSHBUTTON STATION

SUPPORT ANGLES & HARDWARE 

PUSHBUTTON STATION

9" x 15" PEDESTRIAN

 

THE PEDESTRIAN SIGNAL HOUSING IN PAINT AND MATERIAL.

THE CLAMSHELL MOUNTING HARDWARE ASSEMBLY SHALL MEET THE SAME GDOT STANDARDS AS 

A CLAMSHELL MOUNTING ASSEMBLY (NOT SHOWN) MAY BE USED AS APPROVED BY THE DEPARTMENT.  

DETAILS SHOWN ARE FOR TOP POST MOUNTING ASSEMBLY ON 10’ PEDESTRIAN POLE.  

NOTE:

PEDESTRIAN PUSHBUTTON STATION AND SIGNS

BREAKAWAY BASE

ALUMINUM POLE ON

PUSHBUTTON POST

PEDESTRIAN

1 - 1" CONDUIT

2" PIEZO PUSHBUTTON

EQUIPMENT

DAMAGE THE  

WILL NOT

VEHICLES MAKING TURNS 

SIGNAL HEADS SO THAT

POSITION PEDESTRIAN 

POLE OR PEDESTAL

NOTE:

REMOVABLE PLASTIC DOOR

ALUMINUM SQUARE BASE WITH

24" MIN.
GROUNDING ELECTRODES

GROUNDING ELECTRODES
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MAX. 10’ (PREFFERED)
MIN 7’

DETAILS

FOR GROUNDING 

NOTE: SEE TS-06 
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SEE "TYPICAL 

SIGNAL PEDESTAL

PEDESTRIAN

CROSS SECTION A-A
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